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PINELLAS COUNTY GENERAL NOTES

19. THE CONTRACTOR SHALL NOTFY ALL LOCAL LAW ENFORCEMENT PRIOR TO A LANE 40. ALL GRATES FOR DITCH BOTTOM INLETS ARE TO BE HOT DIPPED GALVANIZED STEEL,
1. ALL STATIONS AND OFFSETS REFER TQ CONSTRUCTION REFERENCE LINE, UNLESS CLOSURE THAT WILL EXCEED TWO HOURS. AFTER FABRICATION, PER FDOT INDEX 232 AND 233, AND SHALL BE SECURED TO THE
OTHERWISE NOTED. STRUCTURES PER PINELLAS COUNTY STANDARD CONSTRUCTION DETAILS, INDEX 1295. ALL
20. WHEN CONSTRUCTION EQUIPMENT IS BEING DRIVEN OR TRANSPORTED ON THE OPEN INLET STRUCTURES SHALL BE DESIGNED FOR H—2Q LOADING.
2. SURVEY FOR THIS PROJECT WAS PREPARED BY THE TBE GROUP TRAVEL LANES, THE CONTRACTOR SHALL UTILIZE FDOT INDEX 619.
SURVEY & SUE DEPARTMENT. 41. ALL DITCH BOTTOM INLETS SHALL BE MODIFIED WITH "THIN WALL PRECAST OPTION” AS
21. TRAFFIC CONDITIONS, ACCIDENTS, AND OTHER UNFORESEEN EMERGENCY CONDITIONS SHOWN IN FDOT INDEX 201, UNLESS FIELD CONDITIONS REQUIRE CAST IN PLACE
3. ATTENTION IS DIRECTED TO THE FACT THAT THESE PLANS MAY HAVE BEEN ALTERED IN MAY REQUIRE THE ENGINEER TO RESTRICT OR REMOVE LANE CLOSURE OR CHANNELIZATION.
SIZE BY REPRODUCTION. THIS MUST BE CONSIDERED WHEN OBTAINING SCALED DATA. UNDER THESE CONDITIONS, THE CONTRACTOR SHALL RESPOND AND PROVIDE ADJUSTMENTS
A'sTH Dn;gg‘f%% B;? THE ENGINEER WITHOUT DELAY. THE CONTRACTOR SHALL ALSO RESPOND 42. THE COST ASSOCIATED WITH THE USE OF CONCRETE/CLOTH PIPE
4. THE CONTRACTOR SHALL FIELD VERIFY ANY AND ALL EXISTING CONDITIONS PRIOR TO w NSTRAINTS QUTLINED IN THE STANDARD SPECIFICATIONS UPON NOTIFICATION BY JACKETS /COLLARS AS PER LATEST FDOT SPECIFICATION SHALL BE INCIDENTAL TO THE
COMMENCING CONSTRUCTION, AND SHALL NOTIFY THE ENGINEER PROMPTLY OF ANY THE ENGINEER TO ANY REQUESTS FOR CORRECTION, IMPROVEMENT, OR WORK BE'I/NG PERFORMED AND SHALL NOT BE PAID FOR SEPARATELY.
DISCREPANCIES. MODIFICATION TO THE TRAFFIC CONTROL PLAN AND/OR DEVICES. THE COST Of THIS
SERVICE SHALL BE INCLUDED IN THE LUMP SUM PRICE FOR MAINTENANCE OF TRAFFIC. 43. THE ITEM FOR RIP RAP RUBBLE SHALL USE NATURAL BROKEN STONE AS REQUIRED
5. THE CONSTRUCTION LENGTHS INDICATED IN THESE PLANS ARE APPROXIMATE. IN SECTION 530— 2000. BROKEN CONCRETE SHALL NOT BE ACCEPTED OR USED.
ACTUAL LIMITS MAY BE SET IN THE FIELD AS DIRECTED BY THE ENGINEER. UTILIMES
44, IN WORKING NEAR A WETLAND, THE CONTRACTOR MUST COMPLY WITH REQUIREMENTS
6. LOCATIONS, ELEVATIONS AND DIMENSIONS OF EXISTING UTILITIES, STRUCTURES, AND 22. EXCEPT WHERE THE PLANS AND SPECIFICATIONS PROVIDE THAT SUCH WORK SHALL OF SECTION 3.2.4.1 CHAPTER B (SHORT TERM WATER QUALITY CONSIDERATIONS), SWEWMD
OTHER FEATURES ARE SHOWN ACCORDING TO THE BEST INFORMATION AVAILABLE AT THE BE PERFORMED UNDER THE CONTRACT FOR THIS PROJECT, ALL UTILITIES INTERFERING RULES.
TIME THESE DRAWINGS WERE PREPARED, BUT DO NOT PURPORT TO BE ABSOLUTELY WITH CONSTRUCTION SHALL BE REMOVED, RELOCATED, OR ADJUSTED BY THEIR OWNERS,
CORRECT. THE INDICATED LOCATION OF UNDERGROUND UTHITIES, STRUCTURES, AND AT THEIR EXPENSE. THE CONTRACTOR SHALL ARRANGE HIS SCHEDULE TO ALLOW UTILITY CLEARING AND GRUBBING
FACILITIES IS APPROXIMATE, AND REFLECTS THE BEST INFORMATION AVAILABLE FROM OWNERS TIME FOR THE NECESSARY RELOCATION AND ADJUSTMENT OF UTILITIES AND
SURVEYS AND RECORDS. THE CONTRACTOR SHALL BE RESPONSIBLE FOR DETERMINING RELATED STRUCTURES. 45. THE CONTRACTOR SHALL ONLY REMOVE TREES DESIGNATED FOR REMOVAL IN THE
THE EXACT SIZE, LOCATION, DEPTH, HEIGHT, ELEVATION, DIMENSION, AND EXTENT OF ALL géﬁ%’vgf ;ESR QIRECTED 8Y mg ECNGmEER. CONTRACTOR 1S TO OBTAIN THE TREE
UNDERGROUND AND OVERHEAD FACILITES AND OTHER FEATURES AFFECTING HIS WORK MIT FROM PINELLAS COUNTY DEPARTMENT OF ENVIRONMENTAL MANAGEMENT.
PRIOR TO PROCEEDING WITH ANY CONSTRUCTION ACTIVITY THAT MAY AFFECT SUCH 2. égg‘\j’gc?f“ggcég%/ wanfNgfgggﬁ”ﬂnTg:L":gﬁR“zgoif ) Aﬁecﬁﬁfﬁszzsm\fz STATE TREE REMOVAL SHALL BE PAID FOR UNDER THE PAY ITEM CLEARING AND GRUBBING.
FACILITIES. THE CONTRACTOR SHALL BE RESPONSIBLE FOR ANY DAMAGE CAUSED BY N
FAILURE TO COMPLY WITH THESE INSTRUCTIONS. ONE CALL” AND THE UTILITY OWNERS IN ADVANCE OF BEGINNING WORK, IN ACCORDANCE 46. WHERE EXCAVATION IS REQUIRED FOR CONSTRUGTION OF SIDEWALK, STORMWATER
WITH CHAPTER 556, FLORIDA STATUTES, UNDERGROUND FACILITY DAMAGE PREVENTION & STRUCTURES, PIPES, STUMPS, AND ROOTS, ETC.. SHALL BE REMOVED COMPLETELY
7. THE CONTRACTOR MUST USE EXTREME CARE IN THE INSTALLATION OF SAFETY. ALL UTILITY OWNERS MAY NOT BE A MEMBER, REQUIRING DIRECT CONTACT. FROM THE SIDEWALK AREA. ALL STUMPS WITHIN THE PROJECT LIMITS SHALL BE
STRUCTURES AND PIPING, DUE TO THE CLOSE PROXIMITY OF OVERHEAD AND THE CONTRACTOR SHALL FURTHER COORDINATE WITH UTILITY OWNERS TO RESOLVE REMOVED COMPLETELY AND REPLACED WITH COMPACTED BACKFILL BEFORE THE AREA
UNDERGROUND POWER LINES. CONFLICTS THAT MAY ARISE IN THE FIELD DURING CONSTRUCTION. THE CONTRACTOR WILL IS FILLED. TREE ROOTS IN AREA OF PROPOSED SIDEWALK, RAMP, OR DRIVEWAY
BE RESPONSIELE FOR ANY UTILITIES DAMAGED AS A RESULT OF THE CONTRACTOR'S REPLACEMENT SHALL BE GROUND OUT TO A DEPTH OF 6" BELOW BOTTOM OF NEW
8. THE LOCATION AND ELEVATION OF THE PROPOSED AMENITIES, AS SHOWN ON THE FAILURE TO CALL "SUNSHINE STATE ONE CALL” AND THE UTILITY OWNERS. SIDEWALK OR DRIVEWAY. ALL PRUNED ROQT DEBRIS SHALL BE REMOVED FROM THE
PLANS, IS FOR GRAPHICAL ORIENTATION PURPOSES ONLY. ACTUAL LOCATION OF THE SUB—-BASE MATERIAL PRIOR TO POURING CONCRETE, ASPHALT, OR APPLICATION OF OTHER
PROPOSED AMENITIES IS TO BE DETERMINED IN THE FIELD UTILIZING THE MINIMUM 24. THE CONTRACTOR iS REQUIRED TO COORDINATE AND/OR PROVIDE FOR THE SPECIFIED MATERIALS. THIS WORK SHALL BE INCLUDED AND PAID FOR UNDER THE
STANDARDS DEPICTED ON THE PLANS AND THE EXISTING TOPOGRAPHY AND PHYSICAL BRACING /SUPPORT OF EXISTING UTILITY POLES WITH THE UTILITY OWNERS, PRIOR TO PAY ITEM CLEARING AND GRUBBING.
FEATURES FOUND IN THE FIELD. THE CONTRACTOR SHALL OBTAIN APPROVAL FROM THE THE COMMENCEMENT OF EXCAVATION/CONSTRUCTION ACTIVITIES.
PINELLAS COUNTY INSPECTOR/ENGINEER OF THE ACTUAL LAYOUT PROPOSED PRIOR TO 47. ALL STUMPS, ROOTS, AND OTHER DEBRIS PROJECTING THROUGH OR APPEARING ON
ORDERING OF MATERIALS AND/OR COMMENCEMENT OF WORK. 25. THE CONTRACTOR SHALL PROVIDE TEMPORARY FACILITIES AS REQUIRED TO ISOLATE THE SURFACE OF THE GROUND SHALL BE REMOVED TO A DEPTH OF 1-FOOT BELOW THE
PIPELINES INSTALLED UNDER THIS CONTRACT FOR THE PERFORMANCE OF TESTING COMPLETED SURFACE. THIS WORK SHALL BE INCLUDED IN AND PAID FOR UNDER THE PAY
9. SEPARATE PAYMENT SHALL BE MADE ONLY FOR THE ITEMS OF WORK LISTED AND UNDER THIS CONTRACT. UKEWSE, PROVIDE TEMPORARY FACILITES AS REQUIRED TO ITEM CLEARING AND GRUBBING.
IDENTIFIED BY THE APPROPRIATE PAY ITEM ON THE BID FORM. THE COST OF ANY MAINTAIN WASTEWATER SERVICE THROUGHOUT THE CONSTRUCTION PERIOD.
RELATED WORK NOT SPECIFICALLY {DENTIFIED, BUT WHICH IS REQUIRED FOR 48. THE CONTRACTOR SHALL REMOVE ALL DRIVEWAYS, SIDEWALKS, CURBS, AND ALL
SATISFACTORY COMPLETION OF THE WORK, SHALL BE CONSIDERED TO BE INCLUDED 26. ALL EXISTING WATER MAINS, SANITARY SEWER LINES, WATER/SEWER PUMP STATIONS ABANDONED UTILITY LINES, PIPES, STRUCTURES, FLUMES AND OTHER
IN THE CONTRACT PRICE FOR THE APPROPRIATE BID ITEM. AND OTHER UTILITIES SHALL REMAIN IN SERVICE UNTIL THE RELOCATED UTILITIES ARE SUBTERRANEAN OBJECTS TO A MINIMUM DEPTH OF FOUR (4) FEET BELOW GRADE, OR AS
PLACED IN SERVICE. COORDINATE ALL UTILITY RELATED CONSTRUCTION ACTIITIES WITH OTHERWISE DIRECTED BY THE ENGINEER. THIS WORK SHALL BE INCLUDED IN AND PAID
10. THE CONTRACTOR'S ATTENTION IS DIRECTED TO THE FACT THAT ALL CONSTRUCTION THE OWNER OF THESE UTILITIES. FOR UNDER THE PAY ITEM CLEARING AND GRUBBING.
ACTIVITIES SHALL CONFORM TO PINELLAS COUNTY CODE,CHAPTER 58, ENVIRONMENT,
ARTICLE Xl - NOISE, SECTION 58-441 THROUGH 58—454. 27. ALL CONSTRUCTION WITHIN THE RIGHT-OF—WAY WILL BE IN ACCORDANCE WITH THE 49. ALL MATERIALS NOT CLAIMED BY THE COUNTY SHALL BECOME THE PROPERTY OF
PRACTICES REQUIRED BY PINELLAS COUNTY LAND DEVELOPMENT CODE, ARTICLE V, THE CONTRACTOR, AND SHALL BE DISPOSED OF BY THE CONTRACTOR IN AREAS
11. THE CONTRACTOR SHALL HAVE A FOREMAN, OR RESPONSIBLE PARTY, ON SITE AT PROVIDED BY THE CONTRACTOR. THIS WORK SHALL BE INCLUDED IN AND PAID FOR
ALL TIMES WHEN WORK IS BEING PERFORMED. ALL WORKERS ON THE JOB SITE WiLL SECTION 170-266 THROUGH 170-276, ALONG WITH THE FDOT UTIUTY ACCOMMODATION UNDER THE PAY ITEM CLEARING AND GRUBBING.
BE COURTEQUS TO THE PUBLIC AT ALL TIMES, AND SHALL REFER ANY QUESTIONS OR MANUAL.
CONCERNS TO THE CONTRACTOR'S FOREMAN OR THE COUNTY INSPECTOR. THE 50. THE CONTRACTOR SHALL VERIFY THE PROPER WORKING ORDER OF SPRINKLER
FOREMAN SHALL SPEAK AND UNDERSTAND ENGLISH AND SHALL BE AVAILABLE AT ALL 28. CONTRACTOR WILL NOTIFY THE RESPONSIBLE UTILITY FOR RELOCATION OF METER BOXES SYSTEMS AFFECTED BY CONSTRUCTION, BOTH PRIOR TG AND AFTER
TIMES FOR TIMELY RESOLUTION OF PROJECT RELATED ISSUES. THE CONTRACTOR MUST FOR DRINKING WATER AND RECLAIMED WATER SERVICES. CONSTRUCTION. THE CONTRACTOR WILL CAREFULLY REMOVE IN THEIR ENTIRETY AND CAP,
PROVIDE A 24 HOUR EMERGENCY PHONE NUMBER TG THE COUNTY INSPECTOR. WITHOUT DAMAGE, ANY EXISTING SPRINKLER SYSTEM LOCATED, WITHIN THE RIGHT—OF—WAY,
DRAINAGE AND EROSION CONTRO IN THE AREA TO BE CLEARED AND GRUBBED, EXCAVATED, OR TRENCHED IN PREPARATION
12. THE CONTRACTOR IS RESPONSIBLE TO PRACTICE AND ENFORCE ALL LOCAL AND STATE FOR CONSTRUCTION ACTIVITIES. THIS WORK SHALL BE INCLUDED IN AND PAID FOR UNDER
JOB AND CONSTRUCTION SAFETY LAWS AND REGULATIONS, ESPECIALLY OSHA, WITH REGARDS 29. POLYVINYL CHLORIDE PIPE MUST CONFORM TO (P.V.C.) (AS.TM. F 949) 6" TO 36", THE PAY ITEM CLEARING AND GRUBBING.
TO CONSTRUCTION PRACTICES AND PROCEDURES. ANY VIOLATION OF TH AWS WILL B
REPORTED TO THE AUTHORFHES. D PRO ESE Laws £ 30. STATION LOCATIONS FOR STORM DRAIN INLETS AND MANHOLES REFERENCE THE 5t. THE CONTRACTOR SHALL REPAIR ALL SPRINKLER SYSTEMS LOCATED ON PRIVATE
CENTER OF THE SPECIFIED STRUCTURE BOTTOM. FOR PIPES WITH MITERED END PROPERTY, AND LYING OUTSIDE THE AREA OF CONSTRUCTION, WHICH MAY BECOME
MAINTENANCE OF TRAFFIC SECTIONS, THE PROPOSED LENGTHS SHOWN ON THE PLANS INCLUDE THE LENGTH OF DAMAGED AS A RESULT OF CONSTRUCTION OF THIS PROJECT. SUCH REPAIR MUST
R B0 Show Sinlan 19 i Sl or el e e or Mot o B AT S WL S T A PR
13. THE COST OF MAINTENANCE OF TRAFFIC OPERATIONS SHALL BE INCLUDED UNDER THE MITERED END SECTION, AS SPECIFIED BY DIMENSION "F” AS SHOWN IN FDOT INDEX -
THE LUMP SUM PAY ITEM FOR MAINTENANCE OF TRAFFIC, UNLESS A SEPARATE PAY ITEM IS 272 AND 273. PAYMENT SHALL BE FROM INSIDE STRUCTURE WALL TO INSIDE STRUCTURE SYSTEMS, THE COST OF THIS REPAIR IS AT THE EXPENSE OF THE CONTRACTOR.
WALL, IN .
PROVIDED. Béuc_ogl sxcoLgé)r—l:ch%LRT;xm%?LT?R U TYPE WALLS. ANY EXTRA PIPE LENGTH LISTED SHALL 52, :§E fg&lnc 5‘5%'; ":,4 ﬁ:ﬁa%iggss s;{ QL;%E%E, g%og QT\;:,EE:'E Aé: CORDANCE WITH FDOT INDEX 532,
14. THE CONTRACTOR SHALL PROVIDE FOR THE SAFE MOVEMENT OF PEDESTRIANS AND . ALLED OUT ON THE PLANS,
VEHICLES THROUGHOUT ALL PHASES OF CONSTRUCTION, INCLUDING DELIVERIES AND 31. CONFLICTS OF WATER OR SANITARY SEWER FORCE MAIN LINES WITH SANITARY WiLL BE INCLUDED IN AND PAID FOR UNDER THE PAY ITEM CLEARING AND GRUBBING.
DROP—OFFS IN WORK ZONES. THE CONTRACTOR SHALL FURNISH, ERECT AND MAINTAIN GRAVITY LINES OR STORM SEWER SYSTEMS ARE TO BE RESOLVED BY ADJUSTING WATER OR R
ALL NECESSARY TRAFFIC CONTROL AND SAFETY DEVICES, iN ACCORDANCE WITH THE U.S. FORCE MAIN LINES AS NECESSARY. EXCAVATION. GRADING
DEPARTMENT OF TRANSPORTATION “MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES" AND
THE CURRENT FLORIDA DEPARTMENT OF TRANSPORTATION "ROADWAY AND DESIGN STANDARDS, 32. éﬁﬁa?”o?ﬁ?& %ﬁnggO@lDTf&'A;{EETgaNRE%LOCAWN OF ALL WATER, SANITARY 53. ALL SUB—BASES SHALL BE OF GOOD, CLEAN, ACCEPTABLE MATERIAL COMPACTED To
INDEX SERIES 600", AS AMENDED BY THE SPECIFICATIONS FOR THIS PROJECT. g - MAXIMUM DENSITY AS DETERMINED BY AASHTO T-99, IN ACCORDANCE WITH FDOT STANDARD
33. WHERE IT 1S NECESSARY TO DEFLECT PIPE EITHER HORIZONTALLY OR VERTICALLY. PIPE SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION.
15. THE SEQUENCE OF CONSTRUCTION AND METHODS DESCRIBED IN THIS PLAN SET, IF JOINT DEFLECTION SHALL NOT EXCEED 80% OF THE MAXIMUM VALUES SPECIFIED IN AWWA
PROVIDED, IS A SUGGESTED MAINTENANCE OF TRAFFIC SCHEME. THE CONTRACTOR HAS C-600-82 OR 80% OF THE PIPE MANUFACTURER'S MAXIMUM RECOMMENDED S¢ 2850?.;%&:55 %TRS:(?SDS Eé’f?fﬂﬁéigég”‘ég?éﬁ?é (i\?uNDSLRSL%Z?r«?G ASCHT:\\CLT' EB?—: SAT’/;LLLIEDBEONLY
THE OPTION, AT HIS EXPENSE, TO SUBMIT FOR APPROVAL TO THE PINELLAS COUNTY DEFLECTION, WHICHEVER IS MOST STRINGENT. WHERE SPECIFICALLY CALLED FOR IN THE PLANS AND SPEGIFICATIONS. OR
PUBLIC WORKS ~ TRANSPORTATION ENGINEERING DIVISION, HIS OWN "TRAFFIC CONTROL . WHERE
. SPECIFICALLY DIRECTED BY THE ENGINEER.
THROUGH WORK ZONE” PLANS, PRIOR TO CONSTRUCTION. ALL CONTRACTOR PROPOSED 34. ALL EXISTING PIPES WITHIN THE AFFECTED RIGHT-OF—WAY CORRIDOR ARE TO
géég‘}gRggNgggéE%&sA/Ls%:gﬁgE gu;;oagﬂgya ;:«SDASES%EA NBCYE l\\M %O%JS\T REMAIN UNLESS OTHERWISE NOTED IN THE PLAN VIEW OR IN THE CROSS SECTIONS. 55. THE CONTRACTOR WILL BACKFILL AREAS TO BE SODDED WITH CLEAN FILL TO
: MAINTAIN PROPER GRADE OF PLAN
INDEX 600 SERIES REQUIREMENTS. ACCESS SHALL BE CONTINUOUSLY MAINTAINED AT 35. UNDERDRAINS SHALL BE CONSTRUCTED IN ACCORDANCE WITH PINELLAS COUNTY PROPERLY CST—IN AND ETA?\APEDL,A T:?E%ng %SF' m%rﬁg i%zu?)%gufrqa%e PAY
ALL SIDE STREETS AND DRIVEWAYS FOR THE DURATION OF THE PROJECT, UNLESS STANDARD CONSTRUCTION DETAILS, INDEXES 1281, 1282, AND 1290. {TEM FOR SODDING (SY).
VIOUSLY APPR Y PINELLA: NTY.
PREVIOUSL OVED B ELLAS  COUNTY. 36. UNDERDRAIN CLEANOUT PLUGS SHALL BE INSTALLED IN THE UPSTREAM ENDS OF 56. SOD STABILIZATION SHALL OCCUR WITHIN 72 HOURS OF ACHIEVING FINAL GRADE.
16. UPON WRITTEN APPROVAL BY PINELLAS COUNTY, THE CONTRACTOR MAY CLOSE TO UNDERDRAINS WHEREVER THE UPSTREAM END IS CONNECTED TO A STORM WATER INLET ALL SLOPES STEEPER THAN 3:1 SHALL INCLUDE SOD STAPLING OR STAKING, THE COST
THRU—TRAFFIC THAT PORTION OF SIDE STREETS WITHIN THE LIMITS OF CONSTRUCTION. STRUCTURE OR JUNCTION BOX. UNDERDRAIN PLUGS SHALL BE "T—GRIPPER MECHANICAL OF WHICH IS INCLUDED IN THE PAY {TEM FOR SODDING (SY).
ACCESS FOR LOCAL TRAFFIC WITH DESTINATIONS WITHIN THE PROJECT UIMITS SHALL BE PLUGS WITHOUT BYPASS” OR APPROVED EQUAL, AND SHALL BE CONSIDERED
MAINTAINED. IF IT BECOMES NECESSARY DURING CONSTRUCTION TO TEMPORARILY PROHIBIT INCIDENTAL TO THE COST OF THE UNDERDRAIN PIPE. 57. THE CONTRACTOR SHALL PROVIDE ALL SHEETING, SHORING, AND BRACING REQUIRED
ACCESS TO LOCAL TRAFFIC, THE CONTRACTOR SHALL, ON EACH SEPARATE OCCASION, ;?\foT%LECg Qg#AggrgT DSgRUCTURES OR ;o MINIMIZE TRENCHWIDTH. WHERE A SEPARATE
NOTIFY ALL AFFECTED PROPERTY OWNERS AND AREA EMERGENCY SERVICES AT LEAST VIDED, THE COST OF ALL SHEETING, SHORING, AND BRACING
THREE DAYS (72 HOURS) IN ADVANCE. 37 M Sfx’gRs{.ﬂb?éoMf\gHggAﬁg ,ﬁ’"{.f,gOQN%EngOggsNUTYDSSTSX’,%‘AR%E REQUIRED SHALL BE INCLUDED IN THE CONTRACT PRICE FOR THE ITEM OF WORK FOR
WHICH SHEETING, SHORING, AND BRACING IS REQUIRED.
17. FOR SIDE STREET INTERSECTIONS, LANE CLOSURES SHALL BE LIMITED TO ONE CONSTRUCTION DETAILS, INDEX 1250, UNLESS SPECIFIED OTHERWISE IN THE PLANS.
LANE AT ALL TIMES. AT A MINIMUM. ONE—~LANE, TWO-WAY OPERATION SHALL BE 58. WATER FOR SODDING SHALL BE APPLIED ACCORDING TO THE FDOT STANDARD
MAINTAINED THROUGH THE USE OF FLAGGERS. TWO—LANE, TWO—WAY OPERATION 38. ALL EXISTING AND PROPOSED UTILITY AND STORM SEWER STRUCTURES WHOSE TOPS SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION, SECTION 575, AND SHALL
SHALL BE MAINTAINED DURING PERIODS OF LANE CLOSURE RESTRICTIONS, AND WHEN WILL BE EXPOSED WITHIN ANY SIDEWALK OR PAVED AREA SHALL BE U.S.F. TYPE X OR BE PAID FOR UNDER THE PAY ITEM SODDING (SY).
CONSTRUCTION ACTIMITIES ARE BEYOND THE LIMITS OF THE INTERSECTIONS. EQUAL. COVERS OUTSIDE SIDEWALK OR PAVED AREA SHALL BE U.S.F. TYPE BJ OR EQUAL. 59. WATER FOR SEEDING AND MULCHING SHALL BE APPLIED ACCORDING TO THE FDOT
18. DURING PERIODS OF LANE CLOSURES, THE CONTRACTOR SHALL PROMVIDE A 39. IN ACCORDANCE WITH FDOT INDEX 205 AND FDOT STANDARD SPECIFICATION 2000 STANDARD SPECIFICATION FOR ROAD AND BRIDGE CONSTRUCTION, SECTION 570, AND SHALL
FDOT—CERTFIED WORK SITE TRAFFIC SUPERVISOR FOR THE INSTALLATION, MAINTENANCE, — SECTION 941, ALL PROPOSED STORM DRAIN PIPES WILL BE REINFORCED CONCRETE (RCP) BE PAID FOR UNDER THE PAY ITEM SEEDING AND MULCHING (SY).
AND REMOVAL OF TRAFFIC CONTROL DEVICES (E.G. BARRICADES, SIGNS, ARROW PANELS, CLASS Hil UNLESS OTHERWISE SPECIFIED.
ETC.) AS QUTLINED IN THE FDOT STANDARD SPECIFICATIONS AND THE FDOT ROADWAY
AND TRAFFIC DESIGN STANDARDS.
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60.

UNSUITABLE MATERIAL SHALL BECOME THE PROPERTY OF THE CONTRACTOR AND SHALL

78.

THE CONTRACTOR WILL REQUEST A PRE—POUR INSPECTION BY THE DESIGNATED

BE DISPOSED OF OFF—SITE, AT A SUITABLE SITE PROVIDED BY THE CONTRACTOR. THE COUNTY INSPECTOR. THE CONTRACTOR SHALL NOT POUR ANY SIDEWALK OR SHEET LEGEND
CONTRACTOR SHALL BE RESPONSIBLE FOR ANY AND ALL PERMITS AND PERMITTING FEES SIDEWALK RAMP CONCRETE UNTIL A "PRE—POUR” INSPECTION FULLY APPROVES THAT
REQUIRED FOR THE TRANSPORT AND DISPOSAL OF UNSUITABLE MATERIAL. ALL DE-ROOTING AND CLEARING AND GRUBBING REQUIREMENTS, IF ANY, ARE PROPOSED:
PERFORMED IN ACCORDANCE WITH THIS SPECIFICATION, TO VERIFY THAT ALL FORM . PROPOSED LINE (NEW)
61. ALL EXCESS EXCAVATED SUITABLE AND UNSUITABLE MATERIAL NOT CLAIMED BY THE WORK IS SUFFICIENT, AND THAT THE SUBGRADE IS CUT TO THE PROPER DEPTH AND : o R
COUNTY SHALL BECOME THE PROPERTY OF THE CONTRACTOR, AND SHALL BE DISPOSED COMPACTED PROPERLY. WORK NOT IN ACCORDANCE WITH A COUNTY "POST—POUR" - 1 PROPERTY BOUNDRY
OF BY THE CONTRACTOR IN AREAS PROVIDED BY THE CONTRACTOR. PAYMENT SHALL BE INSPECTION MAY REQUIRE THE COMPLETE REMOVAL OF REJECTED WORK OR RESULT IN - —— ¢ CENTER LINE
INCLUDED IN THE PAY ITEM GRADING (LUMP SUM). A REDUCED PAYMENT OF THE DELIVERABLE. L UTHITY EASEMENT o UTILITY EASEMENT
——: SETBACK
62. BORROW MATERIAL REQUIRED FOR CONSTRUCTION OF THE PROJECT SHALL BE 79. ALL SIDEWALK DAMAGED BY THE CONTRACTOR OR SUBCONTRACTORS SHALL 8E s STORM SEWER
PROVIDED BY THE CONTRACTOR FROM BORROW AREAS PROVIDED BY THE CONTRACTOR REPLACED AT THE EXPENSE OF THE CONTRACTOR, AT THE DIRECTION OF THE —SAN—  : SANITARY
ENGINEER. ;
63. EXCEPT FOR THE COST OF EXCAVATING UNSUITABLE MATERIAL AND THE COST OF —— WM 1 WATER MAIN
FURNISHING, PLACING, AND COMPACTING FiLL TO REPLACE UNSUITABLE MATERIAL, THE ——FM——— : WATER FORCE MAIN
CONTRACT PRICE FOR GRADING SHALL INCLUDE THE COST OF ALL EMBANKMENT AND @ew - WATER METER BOX
EXCAVATION, GRADED CONNECTIONS, FINAL DRESSING, AND SIMILAR EARTHWORK IGNS AND MARKINGS MW . WATER VALVE
OPERATIONS REQUIRED FOR THE COMPLETION OF THE PROJECT, UNLESS OTHERWISE :
DIRECTED BY THE ENGINEER. 80. ALL EXISTING SIGNS WITHIN THE PROJECT LIMITS  SHALL REMAIN UNLESS PRAFu  : FIRE HYDRANT
OTHERWISE NOTED IN THE PLANS, OR AS DIRECTED BY THE ENGINEER. SIGN @  : BLOW OFF
64. ANY GRADING OR CONSTRUCTION DEPICTED ON THE PLANS BEYOND THE LOCATIONS SHOWN. - ®mTa : TELEPHONE JUNCTION BOX
RIGHT—OF—WAY AND WITHIN THE LIMITS OF CONSTRUCTION iS TO BE PERFORMED CICATV @ CABLE TELEVISION BOX
ONLY AFTER RECEIPT OF PERMISSION FROM THE PROPERTY OWNER THROUGH A RIGHT OF 81. ANY EXISTING SIGN TO REMAIN THAT IS DISTURBED OR RELOCATED DURING ® . SANITARY SEWER MANHOLE
ENTRY AGREEMENT AND/CR A SIDEWALK, UTILITY, OR DRAINAGE EASEMENT. ONLY AFTER CONSTRUCTION SHALL BE RESET TO CURRENT STANDARDS FOR HEIGHT, OFFSET, AND ® . s7o INA
METHOD OF INSTALLATION. COST OF THIS WORK SHALL BE REFLECTED IN THE PAY : RM DRAINAGE MANHOLE
NOTIFICATION BY THE ENGINEER THAT THE AGREEMENT/EASEMENT HAS BEEN OBTAINED . WIRE FENCE
SHALL THE CONTRACTOR CONSTRUCT WITHIN THIS AREA. SHOULD THE ENGINEER FAIL TO 1TEM FOR RELQCATE EXISTING SIGN, SINGLE POST (ASSEMBLY). MULTIPLE SIGNS ON X :
OBTAIN THE PROPER AUTHORIZATION THE CONTRACTOR SHALL MODIFY THE CONSTRUCTIOCN A SINGLE POST SHALL BE PAID FOR AS ONE ASSEMBLY. -0~ : WOOD FENCE
LIMITS, AS DIRECTED BY THE ENGINEER, IN ORDER TO KEEP WITHIN THE EXISTING —o=— : CHAIN LINK FENCE
RIGHT—OF ~WAY. 82. CAUTION SHOULD BE EXERCISED WHILE RELOCATING EXISTING SIGNS SO AS TO CwM—  + WATER MAIN
PREVENT DAMAGE TO THE SIGNS. SIGNS DAMAGED BEYOND USE, AS DETERMINED BY e OVERHEAD ELECTRIC LINE
65. NO STOCK PILING OF MATERIAL IN ROADWAY, OR ON SIDEWALK, SHALL BE PERMITTED. THE ENGINEER, SHALL BE REPLACED BY THE CONTRACTOR AT HIS EXPENSE. ©Pe i UTILITY OR GUY POLE (AS SHOWN)
ééAEIXE‘;A '[I')i'-iRETR%qADD/V?fYDAEEg ISSIDsgvﬁktKBgHi?foBvEE DSV?;;I:TYD;?L? PART OF THE DALY 83. ALL SIGNS SHALL BE INSTALLED ACCORDING TO THE APPROPRIATE FDOT wP . LIGHT POLE
: : ROADWAY AND TRAFFIC DESIGN STANDARDS INDEX AND THE FDOT STANDARD . ELECTRICAL TRANSFORMER
66. ALL ABANDONED PIPES OR STRUCTURES SHALL BE REMOVED BY THE CONTRACTOR. SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, SECTION 700. T~< 1 GUY WIRE AND ANCHOR
PAVING, SIDEWALK. AND DRIVEWAY CONSTRUCTION 84. THE CONTRACTOR SHALL DELIVER AND DEPOSIT NEATLY AT THE FOLLOWING @ : BORING / SOIL TEST
DESIGNATED SPOIL AREA, ANY TRAFFIC SIGN OR SIGNAL EQUIPMENT REMOVED AS A :
67. NO SURFACING SHALL BE APPUED TO ANY MANHOLE COVERS, FRAMES, VALVE RESULT OF CONSTRUGTION ACTIVITES. Dot VoIS Dh SLRPL L AT vED &S 2 Od4 ¢ HOSE BIBB ASSEMBLY
BOXES, GAS DROPS, ETC. MONDAY THROUGH THURSDAY BETWEEN 7:30AM AND 4:30PM. PINELLAS COUNTY
68. ALL EXISTING AND PROPOSED UTILITY AND STORM SEWER STRUCTURES WHOSE 3"39,%2” DEPARTMENT — (CENTRAL YARD) 22211 US HWY. 19 NORTH CLEARWATER, FL
TOPS WILL BE EXPOSED WITHIN ANY SIDEWALK OR PAVED AREA SHALL BE ADJUSTED SO -
THAT THE TOP SURFACE OF COVERS OR FRAMES SHALL BE FLUSH WITH THE SIDEWALK 85. CONTRACTOR SHALL INSTALL TEMPORARY PAINTED LANE STRIPING. PAVEMENT
OR PAVEMENT SURFACE. ALL EXISTING AND PROPOSED UTILTY AND STORM SEWER MARKINGS SHALL BE PLACED AS SHOWN ON THE PLANS, AND THE APPROPRIATE
STRUCTURES WHOSE TOPS WILL BE EXPOSED WITHIN UNPAVED AREAS SUBJECT TO FDOT ROADWAY AND TRAFFIC DESIGN STANDARDS INDEX.
VEHICULAR BICYCLE, OR PEDESTRIAN TRAFFIC SHALL BE ADJUSTED SO THAT THE TOP -
SURFACE OR COVERS OR FRAMES SHALL BE NO MORE THAN ONE INCH ABOVE THE 86. PAVEMENT MARKINGS ON NEW ASPHALT SHALL BE PAINT, AND NOT
FINISHED GRADE. WHERE SODDING IS APPLIED, "FINISHED GRADE” SHALL BE THE NOMINAL " THERMOPLASTIC. ' ABBREVIATIONS
HEIGHT OF GRASS AFTER THE SOD IS FIRMLY PLACED.
87. CONTRACTOR SHALL USE W—SHAPE STEEL POSTS FOR MULTI-POST SIGNS. ALL ®) : DIMENSION DERIVED FROM PLAT INFORMATION
69. THE CONTRACTOR SHALL DELIVER ALL REMOVED CLEAN CONCRETE SIDEWALK, POSTS FOR SINGLE COLUMN SIGNS SHALL BE ALUMINUM ROUND TUBE. ; ) . DIMENSION DERIVED FROM FIELD MEASURED INFORMATION
CURB, AND DRIVEWAY SECTIONS (WITH NO REINFORCING MATERIAL) TO THE rod & cop .
FOLLOWING HIGHWAY DEPARTMENT DISTRICT MAINTENANCE YARD. DELIVERIES OF 88. REFER TO FDOT ROADWAY AND TRAFFIC DESIGN STANDARDS, INDEX 17352 FOR lone line o D ooy DERIVED FROM T e FORMATION
SURPLUS MATERIAL SHALL BE MONDAY THROUGH THURSDAY BETWEEN 7:30AM AND RETRO~ REFLECTIVE PAVEMENT MARKER PLACEMENT DETAILS. lignt pole © : DIMEN DERIVED FROM COMPUTATIONS
4:30PM. PINELLAS COUNTY HIGHWAY DEPARTMENT — (CENTRAL YARD) 22211 US HWY. h L ¢ LINE TABLE NUMBER
19 NORTH CLEARWATER, FL 33765. | recerd L <1 : CURVE TABLE NUMBER
orker kalon agll & disk £p : EDGE OF PAVEMENT
70. ALL EXCESS MILLINGS RESULTING FROM CONSTRUCTION ACTIITIES SHALL REMAIN EX. : EXISTING
THE PROPERTY OF PINELLAS COUNTY AND SHALL BE DEPOSITED NEATLY IN THE o . POINT OF CURVATURE
FOLLOWING DESIGNATED SPOIL AREA. TRANSPORTING AND STOCKPILING SAID MATERIAL o7 © POINT OF TANGENCY
SHALL BE PAID FOR UNDER AND INCLUDED IN THE PAY ITEM CLEARING AND ;
GRUBBING. DELIVERIES OF SURPLUS MATERIAL SHALL BE MONDAY THROUGH THURSDAY pce : POINT OF COMPOUND CURVATURE
BETWEEN 7:30AM AND 4:30PM. PINELLAS COUNTY HIGHWAY DEPARTMENT — STOCKPILE PRC : POINT OF REVERSE CURVATURE
12625 140TH STREET NORTH CLEARWATER, FL 33762. RP . RADIUS POINT
71. ANY PRIVATELY OWNED FEATURES LOCATED ON PRIVATE PROPERTY AND OUTSIDE Pﬁf : gsﬁig:slfg“ LAND SURVEYOR
THE DESIGNATED AREA OF CONSTRUCTION DAMAGED AS A RESULT OF CONSTRUCTION : -
ACTIVITIES SHALL BE REPAIRED IN A TIMELY MANNER, AT THE EXPENSE OF THE OR. : OFFICIAL RECORD BOOK
CONTRACTOR. PP : POWER POLE
PRCCF  : PUBLIC RECORDS OF CITRUS COUNTY, FLORIDA
72. EXISTING PAVEMENT SHALL BE SAW—CUT IN PROPOSED PATCH AREAS TO A DEPTH pop . PERMANENT CONTROL POINT
REQUIRED FOR THE PROPOSED PAVEMENT AS SHOWN ON THE PLANS. THE COST o . PERMANENT REFER
SHALL BE INCLUDED IN THE PAY ITEM FOR ASPHALTIC CONCRETE. RM ¢ PE ENT REFERENCE MONUMENT
POC  : POINT OF COMMENCEMENT
73. ASPHALT USED FOR PATCHING OF ROADWAY FOR INSTALLATION OF DRIVEWAYS, P08 : POINT OF BEGINNING
SIDEWALK RAMPS AND CURB SHALL BE INCIDENTAL TO THE COST OF THE ITEM BEING TREE ABBREVIATIONS TYP.  : TYPICAL
INSTALLED. ASPHALT USED FOR PATCHING DRIVEWAYS SHALL BE INCLUDED IN THE syc . SYCAMORE B - LCENSED BUSINESS
PAY ITEM FOR THE CORRESPONDING ASPHALTIC CONCRETE TYPE, UNLESS OTHERWISE ° . 0AK fa " FIELD BOOK
SPECIFIED. Lo ¢ LIVE GAK NO © NUMBER
74. ALL PROPOSED ASPHALT PATCH AND SURFACING OVERLAID ON EXISTING PO ¢ PIN OAK CONC  : CONCRETE
PAVEMENT SHALL BE FEATHERED SMOOTHLY INTO THE EXISTING PAVEMENT, AND MAY PS : POST 0AK MON  : MONUMENT
REQUIRE THE NEED FOR A MILLED BUTT—JOINT. 0 : TURKEY OAK P/K  : TYPE OF NAL
P : PALM : —
75. EXISTING ROADWAY MATERIALS SUCH AS SHELL, MARL, OR LIMEROCK SUITABLE FOR P’: : PINLE R/W  : RIGHT-OF-WAY
SUCH MAY BE UTILIZED IN THE PREPARATION OF STABILIZED SUBGRADE. SYMBOLOGY: 2 = end of SUE. location, or as : T8 : TELEPHONE JUNCTION BOX
descrived ce : CEDAR CATV  : CABLE TELEVISION BOX
76. THE CONTRACTOR SHALL DISTURB NO MORE GROUND THAN WHAT IS NECESSARY = sanitary manhole 5 Pkokd “the trav pt theses”. MAG : MAGNOLIA T0S : TOE OF SLOPE
FOR CONSTRUCTION. NO OPEN EXCAVATED TRENCH, OR OTHER UNSAFE CONDITION, or as describe ™w ©TWIN T08 : TOP OF BANK
WILL BE LEFT OVERNIGHT. ALL WORK SITES WILL BE COMPLETELY RESTORED WITHIN = telephone A\ = 5/8 irc "tbe trav pt Ww6668” - . IRIPLE ELEV : ELEVATION
SEVEN (7) CALENDAR DAYS OF THE CONCRETE POUR FOR SIDEWALK. THE INTENT OF nanhole o = power pote o © CLUSTER SMH . SANITARY MANHOLE
THIS PROVISION IS TO "SAFE UP” THE PROJECT SITE AS WORK PROGRESSES, AND —————————— = water main = = electric nanhole - & conc botiard ’ MH . MANHOLE
SHALL INCLUDE REMOVING FORMS, FILLING HOLES, GRADING, AND REMOVAL OF DEBRIS. = sanitary sewer line = water = MES . MITERED END SECTION
= buried telephane valve, S-" = guy anchor INV. : INVERT ELEVATION
77. SIDEWALK SHALL BE CONSTRUCTED ACCORDING TO FDOT INDEX 310, AND = Ficer optic duct described, °F = flowtine spot
SIDEWALK RAMPS SHALL BE CONSTRUCTED ACCORDING TO FDOT INDEX 304, UNLESS " - Size noted elevation
A SEPARATE DETAIL IS PROVIDED. SIDEWALK RAMPS SHALL BE CONSTRUCTED TO A buried electric 7 bre, size 5, 5992 of pavenent spot CONTROL TABLE
MINIMUM THICKNESS OF SIX (6) INCHES AND SHALL BE REINFORCED WITH EITHER overnead electric nate fﬁ:“k' " o spot ST RTINS Py LEvATON pre e
WELDED WIRE FABRIC OR REINFORCING STEEL BARS, AS SHOWN ON THE PLANS OR AS G = aak, size Sevetion S0l spo . .
APPROVED BY THE ENGINEER. THE CONTRACTOR WILL INSTALL AN EXPANSION JOINT noted _ Al | 4297.040 5990.410 8.43 SET PKN&D "TBE TRAV PT LB66GS
AT EACH END OF A CURB CUT. -‘ "01‘{"21 ground spot AZ 4813.420 4160.810 8.20 FND NAIL & FLASHER "GFY SURVEY™
elevatio A3 | 4174.983 3836.844 8.61 SET PKN&D "TBE TRAV PT LB6668"
A4 4321.144 3751.959 9.60 SET PKN&D "TBE TRAV PT LB6668°
A5 4765.640 3207.115 8.81 SET 5/8” IRC "TBE TRAV PT LBG66S"
A8 4977.895 3372.696 10.39 SET 5/8" IRC "TBE TRAV PT LB6668”
A7 4573.911 3301.391 10.43 SET 5/8" IRC "TBE TRAV PT {B6668"
Civit Enai . - iati DESIGNED PROJECT NO:
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'SPAGING OF POSTS ERIERFASRIC
TO BE 5-10 FEET APART MATERIAL

FOR ADDITIONAL STRENGTH
FILTER FABRIC MATERIAL CAN

BE ATTACHED TO A GINCH (MAX)
MESH WIRE SCREEN WHICH HAS
'BEEN FASTENED TO THE POSTS

FILTER FABRIC.
MATERIAL SEGURELY

ATTACHING TWO ST FENCES.

L] | =

FASTENED TO THE
POSTS OR I USED
THE WIRE MESH

PLAGE THE END
OF THE

ORIVE BOTH
PGSTS ABOUT 10
INCHES INTO THE
GROUND AND

BURY FLAP

1. 5o Sizkes

3. Stapia Fizar Matarial To Stakes
‘And Extand I Into Tho Teoncht

INSTALLING A FILTER FABRIC ST FENCE

NOT TO SCALE

Drainage nstalation
(Front Slenation)

2. Excavate 2 4" 4" Trench
Upseala Along The Line Of Stakes

Point8.

" 2" Stake
taked and Entrenched
5015 (approx ) Straw Bata

- ‘ompacted Scilta
ping

TEMPORARY STRAWBALE
SEDIMENT BARRIER

NOT TO SCALE

>

YEMPORARY DIKE F NEEDED

e
e
PLAN VIEW
TOP FRANE NECESSARY
FOR STABIITY
ATTAGHFRTER FABRIC 4" WOOD FRANE
SECORELY TO 7. WOGT 58S oF 0.
FRANE, OVERLAFFING
FABRIC 10 NEXT STARE

PONDING HT.

SECTION A-A

NOTES:

1. DROP INLET SEDIMENT BARRIERS ARE TO BE USED FOR SMALL, NEARLY LEVEL
DRAINAGE AREAS. (LESS THAN 5%}

2. USE 2"x 4" WOOD OR EQUIVALENT METAL STAKES. (3 FT. MIN. LENGTH)
3.INSTALL 2" 4" WOOD TOP FRAME TO INSURE STABILITY,

4. THE TOP OF THE FRAME (PONDING HEIGHT) MUST BE WELL BELOW THE
GROUND ELEVATION DOWNSLOPE TO PREVENT RUNOFF FROM BYPASSING THE
INLET. A TEMPORARY DIKE MAY BE NECESSARY ON THE DOWNSLOPE SIDE OF
THE STRUCTURE.

JEMPORARY SEDIMENT BARRIER AT DROP INLET

NOT TO SCALE

+ cis)ams typicat

Straw Bales Aro To Bs Piacad 4 Inches
fa Tha Soi. Tightty Abuting Weh No.
Gap. Staked And Backflied Around TH

Enire Outsice Perimeier. %‘d\/i
—

— —
— [ — = = e = -] =
T —

I —— I b —

A 2 o |8 7
o
7 \’\\
e ] [
| |
—<

= o= =] =] = \

P T

———— —

—— -

N ————— Infet.

PLAN VIEW with Grata

St Bt

Bnoogass

SECTION A&

This maot

s, such 35 sireet or Nighway medizas.

TEMPORARY STRAWBALE SEDIMENT BARRIER AT
STORM DRAIN DROP INLET

NOT TQ SCALE

EROSION CONTROL _NOTES

1 IT IS THE RESPONSIBILITY OF THE CONTRACTOR TO CONTROL AND
PREVENT EROSION AND THE TRANSFORTATION OF SEDIMENT TO SURFACE
DRAINS AND QUTFALLS. ALL EROSION CONTROLS SHALL FOLLOW FDEP SOM.
EROSION CONTROL MEASURES.

2 THE CONTRACTOR SHALL PROVIDE SILT BARRIERS TO CONTROL EROSION
AND SEDIMENTATION FROM TAKING PLACE OUTSIDE THE LIMITS OF THE
PROJECT. THE SILT BARRIERS SHALL BE PLACED IN ACCORDANCE WITH THE
REQUIREMENTS OF FDOT INDEX NO. 102, 103 AND 104 OR AS DIRECTED BY THE
CITY ENGINEER.

3. REQUIRED EROSION CONTROL MEASURES SHALL REMAIN INTACT
THROUGHOUT CONSTRUCTION. FAILURE TO INSTALL OR PROPERLY MAINTAIN
REQUIRED EROSION CONTROL WiLL RESULT IN ENFORCEMENT ACTION WHICH
MAY INCLUDE CITATIONS AS PROVIDED BY APPLICABLE LOCAL ORDINANCE AND
CHAPTERS 40D-4 AND 400-40, F.A.C. INITIATION OF CIVIL PENALTY PROCEDURES
PURSUANT TO SECTION 373.129, FA.C. CAN RESULT IN A PENALTY NOT TO
EXCEED $10,000 PER OFFENSE WITH EACH DATE DURING WHICH SUCH VIOLATION
OCCURS CONSTITUTING A SEPARATE OFFENSE.

4. ALL WORK PERFORMED SHALL COMPLY WITH THE REGULATIONS AND
ORDINANCES OF THE VARIQUS GOVERNMENTAL AGENCGIES HAVING JURISDICTION
OVER THE WORK.

o ) DESIGNED PROJECT NO:
CIVI/E E[;nglnserlng . Tranquﬂaﬂon TMR 00081.001.00
vironmenial » Planning DRAWN - R L
VETERANS ADMINISTRATION . oATE:
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oy www.tbegroup.com - . . .
N:). S SUBMlTrALDESCRlPTION P:‘:W ; 29;208 GROUP License No. 3843 leno: e AEPROVED SHEETSNCC;)—] .00

FILE: JA0008N00081001.00MCADIdwg\EROSION CONTROL dwg LAST SAVED: Mon, 03/23/09-4:53p PLOTTED: Tue, 03/24/08-2:24p BY: tms




STORMWATER POLLUTION PREVENTION PLAN OTHER CONTRO SPILL PREVENTION NOTICE OF TERMINATION (NOT

PROJECT NAME: VETERANS ADMINISTRATION SERVICES WASTE DISPOSAL MATERIAL MANAGEMENT PRACTICES Dep T OF § NMENTAL 3“
ADDITIONAL PARKING LOTS ; THE

WLy BE COLL
ALL TRASH AR
THE

AL MAMAGEMENT PRA S THAT ViLL
= OTHER ACCIDENTAL EXPOS
STORM WATER RUNOFF

DESCRIPTION OF PURPOSE AND TYPES OF SOIL DISTURBING ACTIVITIES:

CON}[KUL OM
BE RESPOMSIBLE

CLEARING &

M OF 5 y \
INCLUDE: MOME Ap b o . £ CuL'—\T}ON

FESITE VEHICLE TRACKING

STABILIZED CONSTR!
TRACKING OF SEDIX
REMOVE  ANY S
HAULING  MATERIAS
ALL TIMES.

REDUCE THE RISKS ASSOCIATED ‘Nm—v H
KEPT IN ORIGINAL CONTARE
AND MATERIAL SAFETY DAT
PRODUCT INFORMATION. IF SURPLU
FACTURERS OR LOCAL AND STA,E
ER DiSPOSAL SHALL BE FOLLOWED. ST. PETERSBURG, fL

3AY PINES BOULEVARD

F‘PODULT E
RECOMY 1tNDf“

TIMING OF [TROL MEASURES

TE VEHICL WILL BE MOMITORED FOR LEAKS AND RECEIVE REGULAR PATE
VE MAINTENANCE TO REDUCE THE CHANCE OF LE"’AGh PETROLEUM
8E STORED N TIGHTLY SEALED CONTAINERS, WHICH ARE CLEARLY

AS ND}CAT’D N THE SEQUENCE OF MAJOR ACTIVITIES, STAKED SILT BARRIERS. 3

BARRI STABILIZED CONSTRUCTION ENTRANCES AND COMPENSATION AREAS wili BE - aa P~ o -
o o LABELED /-\\\L PHALT SUBSTANCES USED ON-—SITE WILL BE APPLIED

UCTED PRIOR TC GRUBSING OR GRADING OF ANY OTHER PORTIONS OF THE SITE ’ i peiintu i - CONTRACTOR'S AND ENGINEER'S CERTIFICATION

S WHERE CONSTRUCTION ACTIVITY TEMPORARILY CEASES FOR MORE THAN 21 DAYS ACCORDING - TO THE MANUFACTURER'S RECOMMENDATIONS

ZED WiTH A TEMPORARY GRASS AND MULCH WITHIN 14 DAYS OF THE . ¢ CERTIFY UNDER PENALTY OF LAW THAT | UNDERSTAND THE TERMS AND

INSTALL STAKED SILT FENCE AS SHOWN ON THE EROSION CONTROL CE. ONCE CONSTRUCTED ACTIVITY CEASES PERMANENTLY I THAT AREA, FERTILIZERS: CONDITIONS OF THE GEMERAL MATIONAL POLLUTANT DISCHARGE CLIMIMATION

EXCAVATE RELOCATED OITCH SYSTEM AND INSTALL EXFILTRATION SYSTE THAT AREA WILL BE WITH PERMANENT SCD AFTER THE ENTIRE SiTE 1S o

2 £ ER £ e . bl W LIZED ! . 8F APPLIED ONLY IN THE MINIMUM AMOUNT (NPDES) PERMIT THAT AUTHORIZES THE STORMWATER DISCHARGES ASSO

| COMPLETE SITE PREPARATION PLAN, PAVING. GRADING, AND DRAINAGE PLAN. ANO LTILIT STABILIZED. THE ACCUMLATED SEDMENT WILL BE REMOVED FROM THE TRAPS AND THE ONCE APPLIED, FERTILIZER WiLl BE vow\'ED WiTH  CONSTRUCTION ACTWVITY FROM THE CONSTRUCTION SITE IDENTIFIED AS

ONSITE /OFFSITE PLANS, AND/OR WETLAND MITIGATION STAKED ST SARRIERS WiLL BE REMOVED STORMWATER. STORAGE WILL BE IN A SEAI OF  THIS CERTIFICATION. | UNDERSTAND, AND SHALL COMPLY WiTH THE TERMS AND

SEQUENCE OF MAJOR ACTIVITIES

DE\‘O’ITIO\ PLANS. LAST  DISTURI

4 \m_TAL\LJD‘\Ew ;Zug‘\ATi;\ETEEDM? PARKING LOT. AND BOLLARDS CONDITIONS OF THE STATE OF FLORIDA "GENERIC PERMIT FOR STORMWATER
& REP A i3 S SHOY DISCHARGE FROM LARGE AND SMALL CONSTRUCTION ACTIVITIES" (CGP), AND THIS
& REPAIR ANY W INSTALL PLANTING MATERIAL AS SHOWN ON - MAINTENANCE INSPECTION PROCEDURES 2 STOF?MWATER POUUTTC;N PREVENTION PLKAN P?’EP‘ARED FOR THE éROPbSFD PUBLK
LANDSCAPE D. AND MULCH DISTURBED AREAS AS INDICATED OM PLANS . WORKS BUILDING N PASCO COUNTY, FL.. i SR
7. WHEN C UCTIGN ACTIVITY IS COMPLETE AND THE SITE STABILIZED, REMOVE EROSION EROSION AND SEDIMENT CONTROL INSPECTION AND MAINTENANCE PRACTICES: T-(E\t ARE CONTRACTOR SHALL DESIGNATE AN AREA FOR DISCHARGE OF S ' e !
PROTECTION DEVICES AND CONSTRUCTION ENTRANCE AS REQUIRED, THE WISPECTION AND WANTENANCE PRACTICES THAT SHALL BE USED 70 MANTAIN SO Lhos ; >

OR DRUM ‘v’r\)H W"%
ESS THAN GNE HALE OF THE SITE WILL NUDED AREA TC
ENT ALL  CONTROL SHALL BE D
TED AT LEAST ONCE EACH WEEK AND FOLLOWING ANY  STORM
NT OF 0.5 INCHES OR GREATER BY A CONTRACTOR'S REPRESENTATIVE. ALL MEASURES

AND SHALL INSTALL A CONTAINMENT BERM AROU\/J
TG THE REMAIDER OF THE SiTE
Y COMTRACTOR UPON COMPLETION

EF\’O:\O\J AND SEDIM
AT ONE TIME PRIOR
MfAbLJQEA WALL BE [

*\6

MAME OF RECEIVING WATERS: THE PROPOSED IMPROVEMENTS WitL DISCHARGE INTO MITATED e s e e e e R W NeCEssRy L e B
EXISTING STORMWATER MANAGE) § THEN BAY PINES SOULEVARD T TATED e OB N L BE REMOVED rROM SiLT SIGNATURE: Foe: CSPONSIELE FOR:
= - FENCE WHE HAS REACHED ONE-THIRD THE HEIGHT OF THE FENCE. SiLT £ Gf e < RLorbLiNslsLe bk
INSPECTED REGULARLY FOR DEPTH OF SEDIMENT, TEARS. 10 SEE IF THE
SECURELY ATTACHED TO THE FENCE POSTS, AND TO SEE THAT THE FENCE Pos £ AE R GENERAL
MUY IN THE GROUND. THE SEDIMENT BASINS WILL BE INSPECTED FOR DEP NAME LOMPA CONTRACTOR
DIMENT, AND BUILT UP SEDIMENT WiLL BE REMOVED WHEN IT REACHES 10 PEM'NT of e )
CONTROLS THE DESIGN CAPACITY OR AT THE END OF THE JOB. TUREIDITY BARRIERS 70 BF NS TTLE: ADDRESS,
REGULARLY AND MAINTAINED PROPERLY. TEMPORARY AND PERMANENT GRASSING, MULCHING
AND SODDING Wi BE MSPECTID FOR BARE SPOTS, WASHOUTS, AND HEALTHY GROWTH,
EROSION AND SEDIMENT CONTROLS FLOATING TURBIDITY BARRIERS WiLL BE INSPECTED REGULARLY AND ADJUSTED OR REPLACED aTE- HONE
CTABILIZATION PRACTICES: NECESSARY T0 MAINTAIN PROPER SEDIMENT CONTROL A MAINTENANCE INSPECTION L HONE
RACTIC CPORT S AFTE { INSPECTION BY THE CONTRACTOR AMD S
WIND EROSION STABILIZATION-THE CONTRACTOR SHALL DENUDE ONLY AREAS WHERE IT iS Ay ,\}:‘QHLA_LC?}\/EM:(?‘E & ATmRu A‘;;,“;;[E{?”;H?Jgg S»LTOENFT)%S[T??TJ(‘TAQV B
EXPECTED TO BE GRADED OR ALTERED WITHIN A TWO (2) WEEK TIME FRAME. FINAL SELECT INDIVIDUALS WHO Wil BE RESPQNS[STLE' o)
GRADEWNG SHALL BE PERFORMED AND TEMPORARY OR PERMANENT SOIL STABILIZATION ACTIATIES. FILLING OUT THE TMSPECTION AND . . TEMPORARY AND
SHALL BE APPLIED. AREAS WHERE CONSTRUCTION OPERATIONS WiLL BE COMTINUOUS. MAME CBMPANY. PERMANENT

ACTOR. PERSONMEL SELECTED FOR AND W

FUGITIVE DUST  SHALL BE MANAGED BY APPLYING A WATER SPRAY TO SATURATE THE TRAMING EROM THE SITE SUPCRINTENDENT. TILE ADBRES STABILIZATION
SURFACE S CONTINUGUSLY AND ADDITIONAL MEASURES MAY NEED TO BE TAKEN AMD ANCE PRACTICES NECESSARY FOR KEEPING THE EROSI 3 ADDRESS
SITE  TRANSPORT OF UMACCEPTABLE LEVELS OF DUST BASED ON FLORIDA NTEOLS USEL TE 1N OO0 WORK: STABILIZED
OF ENVIRONMENTAL PROTECTION SO, EROSION, AND SEDIMENT CONTROL CONSTRUCTION
MANUAL . ENTRANCE
DATE: PHONE: EARTH OIKES
TEMPORARY STABILIZATION-TOP OF SOIL STOCK PiLES AND DISTURSED PORTIONS OF THE
SITE WHERE CONSTRUCTION ACTIVITY S FOR AT LEAST 21 DAYS WILL
STABILI WiTH TEMPORARY MULCH NO L R THAN 14 DAYS FROM THE
CONSTn VEQN GRASS 3EED iALL BE A K RE OF 20 PARTS OF BERMUD. NAME: COMPANY
N SACOLA BAHIA. THE SEPARATE TYPLS OF SEED USED SHALL BE —
ED IMMEDIATELY BEFORE SOWING. SEED WHICH HAS BECOME WET SHALL TITLE ADDRESS

L USED SHALL MORMALLY BE DRY MULCH. DRY MULCH - - AREA
N" OF QAT RYEL OR WHEAT STRAW, OR OF PANGOLA,
AL ’\AUD;—\ OR BAHIA GRASS HAY., ONLY UNDETERIORATED MULCH, \\/Hi H INVENTORY FGR POLEUTION PREVENTION PLAN

LY cm INTO THE SOIL, 3HALL BE USED. AREAS OF THE SiTE, WHICH AR
't‘\APOH—\R,L. STABILIZED BY APPLYING STABILIZATION AND BASE
RE ED

CAN BE READ
BE PAVED, Wit
BARRICADES wrt

DATE: PHONE:

STORMWATER MANAGEMENT. THE MATER]

BSTANCES LISTED BELOW ARE EXPECTED, BUT N
TO BE PRES! £

THE STORMWATER PONDS HAVE BEEN DESIGNED BY A PROFESSIONAL ENGINEER TO
- DISTURS OnS _WHERE CONSTRL X PROVIDE ADEOUATE O ¥ TREATMENT AND ATTENUATION THE STORMWATER S
CEASES SHALL BE STABILIZED WiTH SOD NO LATER THAN 14 CONSISTS OF O MWATER PIPES THAT DRAINS INTO RETENTION POND
ONSTRUCTION ACTIVITY. STORMWATER 0 WLL DRAIN INTO AN EXISTING DITCH LOCATED EAST
SROPERTY VATER MANAGEMENT SYSTEM SHALL SE OESIGNED 1N ACCORDANCE
WTH THE hm\‘ DOCUMENTS

PERMANENT

COMCRETE
DETERGENTS

L AND F

)>

-

AKED 3SILT FENCES ”‘I\LL EC "OI\S!R CTED
DEPICTED ON THE E B
ICN PLANS. THESE DEMAC!

TITLE: PROJECT MANAGER
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